








INSTALLATION:

BONDED CORNER INSTALLATION PROCEDURE

04. Diagram 022. Install onto LH wall the 07. Diagram 025. On the LH wall start

next XP Bonded Corner by sliding it onto installing the full Terracade XP tiles.
the RH wall Horizontal Fixing Rail and 08. Completion
then the next LH wall Horizontal Fixing (See below diagram 026.)

Rail can be slide over from above the XP
Bonded Corner tile and then fixing it to the
substrate.

05. Diagram 023. Continue installing the
rest of the XP Bonded Corners and the
Horizontal Fixing Rails.

06. Diagram 024. Install the Top Rail
onto the LH wall by sliding it behind the
XP Bonded Corner and fixing it into the
substrate.
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STANDARD INSTALLATION:

TYPICAL VERTICAL SECTION

Terracade XP aluminium H
horizontal rail, A.01 i

Mechanical fixing

o=

Structural wall

Yy

ar

1

=

|

300 mm vertical module )
Terracade XP tile T.02

300

Vertical fixing rails,
by others

\J

Mechanical fixing

Terracade XP aluminium
horizontal rail, A.01

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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STANDARD INSTALLATION:

MECHANICAL FIXING

Mechanical fixing | L

16 mm self-drilling
waferhead screws
at centre of tiles

Terracade XP aluminium ]

horizontal rail, A.01

Structural wall

300 mm vertical module
Terracade XP tile T.02

-

Vertical fixing rails,
by others

Mechanical fixing

16 mm self-drilling
waferhead screws
at centre of tiles

Terracade XP aluminium

horizontal rail, A.01 G _ |

—

‘Iv

300

I A

Note: This method demonstrates
a mechanical fixing method to prevent
the removal of tiles at ground level

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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STANDARD INSTALLATION:

TYPICAL HORIZONTAL SECTION

— Jointing strip, A.02

Optional rigid insulation panel

Structural wall

300 mm vertical module Terracade XP tile T.02

Terracade XP aluminium horizontal rail, A.01

Vertical fixing rails, by others

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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STANDARD INSTALLATION:

EXTERNAL CORNER DETAIL - HORIZONTAL SECTION

Mechanical fixing

1 mm aluminium sheet
corner flashing with seal

Mechanical fixing

Aluminium external corner
profile, A.03

300 mm vertical module
Terracade XP tile, T.02

Terracade XP aluminium horizontal rail, A.01

Optional rigid insulation panel

Structural wall

Vertical fixing rail, by others

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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STANDARD INSTALLATION:

INTERNAL CORNER DETAIL - HORIZONTAL SECTION

Vertical fixing rails, by others — ?

Aluminium internal corner profile, A.04
Mechanical fixing [

Optional rigid insulation panel

300 mm vertical module
Terracade XP tile, T.02 L
Terracade XP aluminium >
horizontal rail, A.01

Structural wall

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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STANDARD INSTALLATION:

BASE SURROUND PROFILE - VERTICAL SECTION

Mechanical fixing |

Terracade XP aluminium
horizontal rail, A.01

Structural wall

Vertical fixing rails,
by others

300 mm vertical module

Terracade XP tile, T.02

Fixing point 1

Aluminium base surround
profile, A.07

gfffffffff

Drainage slots cut
as required by installer

recommended
clearance

100 mm min.

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the

assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
TM - Trade Mark of The Austral Brick Company Pty Ltd
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STANDARD INSTALLATION

PARAPET DETAIL OPTION 1 - VERTICAL SECTION

Pressed metal capping

Aluminium door/window
surround profile, A.05 2
Q Mechamcal flxmg p—

Structural wall

Vertical fixing rails, i >
by others

300 mm vertical module
Terracade XP tile, T.02

—

-

Mechanical fixing

Terracade XP aluminium

horizontal rail, A.01 (J/

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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STANDARD INSTALLATION:

PARAPET DETAIL OPTION 2 - VERTICAL SECTION

Composite aluminium panel %

Aluminium door/window
surround profile, A.05

Mechanical fixing

(}fff.f

Structural wall

Vertical fixing rails,
by others

Vertical module
cut Terracade XP tile, T.02

Mechanical fixing

Terracade XP aluminium
horizontal rail, A.01

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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STANDARD INSTALLATION:

WINDOW SILL OPTION 1 - VERTICAL SECTION

A

Third party window

Seal and backing rod

Aluminium door/window
surround profile, A.05

Mechanical fixing

300 mm vertical module
Terracade XP tile, T.02

Structural wall

Mechanical fixing

Terracade XP aluminium
horizontal rail, A.01

@ffff

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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STANDARD INSTALLATION:

WINDOW SILL OPTION 2 - VERTICAL SECTION

N

\J

Third party window

Seal and backing rod

Aluminium door/window surround
profile, A.05 l

Mechanical fixing

foffff

Vertical module
cut Terracade XP tile, T.02

-
Mechanical fixing s
Terracade XP aluminium ]
horizontal rail, A.01 ]
Structural wall g
Vertical fixing rails, by others >

300 mm vertical module
—

Terracade XP tile, T.02

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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STANDARD INSTALLATION:

WINDOW HEAD OPTION 1 - VERTICAL SECTION

Mechanical fixing S B
P

Terragcade XP aluminium =

horizontal rail, A.01 ﬁ +

Cut vertical fixing rail, +
by others

300 mm vertical module
Terracade XP tile, T.02

Lintel

]
)

Mechanical fixing ‘1 J
1 mm aluminium flashing with seal
M8 HVU chemical anchor
80 embedment

Silicone seal

310

150 nominal

Mechanical fixing — ﬁ —

Aluminium base surround profile, A.07 —»r

Drainage slots cut j

as required by installer

Cut vertical fixing rail, T TS T
by others

100 minimum

Third party window >

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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STANDARD INSTALLATION:

WINDOW HEAD OPTION 2 - VERTICAL SECTION

Vertical fixing rails, by others

300 mm vertical module
Terracade XP tile, T.02

Lintel

Terracade XP aluminium
horizontal rail, A.01

A

Mechanical fixing

-

P
1 mm aluminium
flashing with seal —
Cut vertical fixing -
rail, by others (. pu—

L

M8 HVU chemical
anchor 80 embedment

Silicone seal
Mechanical fixing

Vertical module cut
Terracade XP tile, T.02

Aluminium base
surround profile, A.07

Non-continuous
neoprene packer

Fa

Variable distance - with cut tile

100 minimum

drainage slots cut as =4 T T
required by installer
cut vertical fixing rail, D
by others ;% /
Third party window >
VA

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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STANDARD INSTALLATION:

WINDOW JAMB - HORIZONTAL SECTION

Structural wall

Optional rigid insulation panel

300 mm vertical module >
Terracade XP tile, T.02

Vertical fixing rails,
by others

Terracade XP aluminium
horizontal rail, A.01

Mechanical fixing

Aluminium door/window sgrround > T
profile, A.05 |
Remove middle support leg
Third party window -

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.

TM - Trade Mark of The Austral Brick Company Pty Ltd
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ALTERNATE INSTALLATION

MODIFIED BASE SURROUND - VERTICAL SECTION

Mechanical fixing

Terracade XP aluminium i

horizontal rail, A.01

@ff

Structural wall

300mm vertical module
Terracade XP tile, T.02

.

Mechanical fixing

Aluminium modified

base surround profile, A.08
attached directly

onto the wall

@7

Drainage slots cut
as required by installer

clearance

100mm min.

<GV RS

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.

TM - Trade Mark of The Austral Brick Company Pty Ltd
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ALTERNATE INSTALLATION:

MODIFIED PARAPET DETAIL - VERTICAL SECTION

Pressed metal capping

Aluminium modified door/window
surround profile, A.06

@ _ Mechanical fixing

Structural wall

300mm vertical module »
Terracade XP tile, T.02

Mechanical fixing

Terracade XP aluminium
horizontal rail, A.01

6777777

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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ALTERNATE INSTALLATION:

MODIFIED WINDOW SILL - VERTICAL SECTION
- \

zﬁ
Seal and backing rod ﬁ_

Aluminium modified door/window
surround profile, A.06

Third party window

Mechanical fixing

Structural wall i
/

300 mm vertical module
Terracade XP tile, T.02

Mechanical fixing

Terracade XP aluminium
horizontal rail, A.01

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
TM - Trade Mark of The Austral Brick Company Pty Ltd
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ALTERNATE INSTALLATION:

MODIFIED WINDOW HEAD - VERTICAL SECTION

Mechanical fixing .
P
Terracade XP aluminium —

horizontal rail, A.01

300 mm vertical module
Terracade XP tile, T.02

Lintel

310

1 mm aluminium flashing with seal

Mechanical fixing

Silicone seal

Mechanical fixing appropriate
for attaching to the lintel

150 nominal

Aluminium modified b

base surround profile, A.08 —p
attached directly onto the wall

—r -

100 minimum

Drginage _slots cut I Bras
as required by installer

% |

Third party window ——

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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ALTERNATE INSTALLATION:

MODIFIED WINDOW JAMB - VERTICAL SECTION

Structural wall

300 mm vertical module

Terracade XP tile, T.02

Terracade XP aluminium
horizontal rail, A.01

Mechanical fixing
aluminium modified

door/window surround ?
profile, A.06

Remove middle support leg

Third party window -

© Copyright 2009. The Austral Brick Company Pty Ltd - Patents & Designs Applied For. This drawing is indicative only. The component and the
assembly details demonstrate a design methodology only. Assembly and documentation drawings should only be undertaken after reference and
compliance with the relevant component’s technical data. For more tailored solutions to suit individual applications, please contact Austral Bricks.
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MAINTENANCE

For the most up to date information on
Terracade products and the latest version
of this manual, please refer to our website.
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TERRACADE XP MAINTENANCE




NOTES:

TERRACADE XP NOTES




NOTES:

TERRACADE XP NOTES




NOTES:

TERRACADE XP NOTES




\

|

QUALITY GUARANTEE:

Austral Bricks’ contint mn € Terr P has a war
on that o] € lifetime warrant
will remain the benchmark for

/ears to come

rranty for Ter

nd financ

s reserved Austral Brick

s authorisation infring served right; any utilisation must be previously reg

Australia New Zealand
Phone 1300 881 712 Phone 0800 287 8725
www.terracade.com.au  www.terracade.co.nz

and durability

ranty of 15 years

**: stralbricks

stnee 1908

AU 2334 BROWNINK






